
APPROX. APPROX.
CODE DIA. WEIGHT/FT.

NUMBER COLOUR VERTICAL CHOKER 90  BASKET 30  BASKET 45  BASKET INCHES IN POUNDS

SL 30 Purple 3,000 2,400 6,000 5,200 4,200 .75 .25

SL 40 Black 4,000 3,200 8,000 6,900 5,600 .80 .35

SL 60 Green 6,000 4,800 12,000 10,300 8,400 .90 .40

SL 90 Yellow 9,000 7,200 18,000 15,500 12,600 1.00 .50

SL 120 Tan 12,000 9,600 24,000 20,600 16,800 1.25 .75

SL 140 Red 14,000 11,200 28,000 24,100 19,600 1.30 .85

SL 170 Orange 17,000 13,600 34,000 29,300 23,800 1.60 .95

SL 230 Blue 23,000 18,400 46,000 39,500 32,200 1.65 1.25

SL 260 Orange 26,000 20,800 52,000 44,700 36,400 1.75 1.45

SL 320 Grey 32,000 25,600 64,000 55,000 44,800 2.15 1.75

SL 400 Orange 40,000 32,000 80,000 68,800 56,000 2.45 2.25

SL 540 Brown        54,000 43,200 108,000 92,900 75,600 3.00 2.75

SL 680 Olive Green      68,000 54,400 136,000 117,000 95,200 3.25 3.60

SL 900 Black         90,000 72,000 180,000 155,000 126,000 3.75 4.10

Polyester Round Slings

Rated Capacities in Pounds
DO NOT EXCEED RATED CAPACITIES
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Web Slings
WEB SINGLE PLY LBS LBS LBS WEB DOUBLE PLY LBS LBS LBS

WIDTH SLING TYPE VERTICAL CHOKER BASKET WIDTH SLING TYPE VERTICAL CHOKER BASKET

1" EE1-901 1,600 1,200 3,200 1" EE2-901 3,200 2,500 6,400
2" EE1-902 3,200 2,500 6,400 2" EE2-902 6,400 5,000 12,800
3" EE1-903 4,800 3,800 9,600 3" EE2-903 8,860 7,000 17,720
4" EE1-904 6,400 5,000 12,800 4" EE2-904 11,400 9,000 22,800
5" EE1-905 8,000 6,000 16,000 5" EE2-905 14,250 11,400 28,500
6" EE1-906 9,600 7,600 19,200 6" EE2-906 17,000 13,000 34,000
8" EE1-908 12,800 10,250 25,600 8" EE2-908 22,800 18,000 45,600
10" EE1-910 15,000 12,000 30,000 10" EE2-910 24,000 19,000 48,000
12" EE1-912 19,000 15,000 38,000 12" EE2-912 30,000 24,000 60,000

WEB SINGLE PLY LBS LBS LBS WEB DOUBLE PLY LBS LBS LBS
WIDTH SLING TYPE VERTICAL CHOKER BASKET WIDTH SLING TYPE VERTICAL CHOKER BASKET

1" EN1-901 3,200 2,500 6,400 1" EN2-901 6,400 5,000 12,800
2" EN1 -902 6,400 5,000 12,800 2" EN2-902 12,500 10,000 25,000
3" EN1-903 9,600 7,600 19,200 3" EN2-903 17,500 14,000 35,000
4" EN1-904 12,500 10,000 25,000 4" EN2-904 23,500 18,000 47,000
5" EN1-905 16,000 12,800 32,000 5" EN2-905 27,500 22,000 55,000
6" EN1-906 19,200 15,300 38,400 6" EN2-906 32,500 26,000 65,000
8" EN1-908 25,600 20,000 51,200 8" EN2-908 40,960 32,700 81,920
10" EN1-910 32,000 25,600 64,000 10" EN2-910 48,000 38,000 96,000
12" EN1-912 38,000 30,720 76,000 12" EN2-912 53,000 43,000 106000

WEB SINGLE PLY LBS LBS LBS WEB DOUBLE PLY LBS LBS LBS
WIDTH SLING TYPE VERTICAL CHOKER BASKET WIDTH SLING TYPE VERTICAL CHOKER BASKET

2" TC1-902 3,200 2,500 6,400 2" TC2-902 6,400 5,000 12,800
3" TC1-903 4,800 3,800 9,600 3" TC2-903 8,860 7,000 17,720
4" TC1-904 6,400 5,000 12,800 4" TC2-904 11,400 9,000 22,800
5" TC1-905 8,000 6,000 16,000 5" TC2-905 14,250 11,400 28,500
6" TC1-906 9,600 7,600 19,200 6" TC2-906 17,000 13,000 34,000
8" TC1-908 12,800 10,250 25,600 8" TC2-908 22,800 18,000 45,600
10" TC1-910 15,000 12,000 30,000 10" TC2-910 24,000 19,000 48,000
12" TC1-912 19,000 15,000 38,000 12" TC2-912 30,000 24,000 60,000

WEB SINGLE PLY LBS LBS LBS WEB DOUBLE PLY LBS LBS LBS
WIDTH SLING TYPE VERTICAL CHOKER BASKET WIDTH SLING TYPE VERTICAL CHOKER BASKET

2" TT1-902 3,200 6,400 2" TT2-902 6,400 12,800
3" TT1-903 4,800 9,600 3" TT2-903 8,860 17,720
4" TT1-904 6,400 12,800 4" TT2-904 11,400 22,800
5" TT1-905 8,000 16,000 5" TT2-905 14,250 28,500
6" TT1-906 9,600 19,200 6" TT2-906 17,000 34,000
8" TT1-908 12,800 25,600 8" TT2-908 22,800 45,600
10" TT1-910 15,000 30,000 10" TT2-910 24,000 48,000
12" TT1-912 19,000 38,000 12" TT2-912 30,000 60,000

WORKING LOADS ARE CALCULATED ON A 5:1 SAFETY FACTOR

Type 3&4

STEEL FITTINGS

Type 5

Type 2
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Type 1

WORKING LOAD LIMITS ARE BASED ON CATALOGUE
BREAKING STRENGTHS OF NEW EIPS IWRC WIRE ROPE
(1/4"-7/8") 6X19 CLASS (1"-2") 6X37 CLASS

2 LEG BRIDLE 3 LEG BRIDLE 4 LEG BRIDLE
WIRE LBS. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L.
ROPE PER FT. LBS. LBS. LBS. LBS. LBS. LBS. LBS. LBS. LBS. LBS. LBS. LBS.

DIA. VERT. CHOKER BASKET 30 DEG. 45 DEG. 60 DEG. 30 DEG. 45 DEG. 60 DEG. 30 DEG. 45 DEG. 60 DEG.

1/4" 0.116 1,300 960 2,600 1,300 1,820 2,200 1,940 2,800 3,400 2,600 3,600 4,400

5/16" 0.18 2,000 1,480 4,000 2,000 2,800 3,400 3,000 4,200 5,200 4,000 4,600 7,000

3/8" 0.26 2,800 2,200 5,600 2,800 4,000 5,000 4,400 6,000 7,400 5,800 8,200 10,000

7/16" 0.35 3,800 2,800 7,600 3,800 5,400 6,800 5,800 8,200 10,000 7,800 11,000 13,400

1/2" 0.46 5,000 3,800 10,000 5,000 7,200 8,800 7,600 10,800 12,200 10,200 14,200 17,600

9/16" 0.59 6,400 4,800 12,800 6,400 9,000 11,000 9,600 13,600 16,600 12,800 18,000 22,000

5/8" 0.72 7,800 5,800 15,600 7,800 11,000 13,600 11,800 16,600 20,000 15,600 22,000 28,000

3/4" 1.04 11,200 8,200 22,400 11,200 15,800 19,400 16,800 24,000 30,000 22,000 32,000 38,000

7/8" 1.42 15,200 11,200 30,400 15,200 22,000 26,000 22,000 32,000 40,000 30,000 42,000 52,000

1" 1.85 19,600 14,400 39,200 19,600 28,000 34,000 30,000 42,000 52,000 40,000 56,000 68,000

1-1/8" 2.34 24,000 18,200 48,000 24,000 34,000 42,000 36,000 52,000 62,000 48,000 68,000 84,000

1-1/4" 2.89 30,000 22,000 60,000 30,000 42,000 52,000 44,000 62,000 76,000 60,000 84,000 102,000

1-3/8" 3.50 36,000 26,000 72,000 36,000 50,000 62,000 54,000 76,000 92,000 72,000 100,000 124,000

1-1/2" 4.16 42,000 32,000 84,000 42,000 60,000 74,000 64,000 90,000 110,000 84,000 120,000 146,000

1-5/8" 4.88 48,000 36,000 98,000 48,000 70,000 84,000 74,000 104,000 126,000 98,000 138,000 170,000

1-3/4" 5.67 56,000 42,000 112,000 56,000 80,000 98,000 84,000 120,000 148,000 114,000 160,000 196,000

1-7/8" 6.50 64,000 48,000 128,000 64,000 92,000 112,000 96,000 136,000 168,000 128,000 182,000 224,000

2" 7.39 74,000 56,000 148,000 74,000 104,000 126,000 110,000 156,000 190,000 146,000 208,000 254,000

NEVER EXCEED THE WORKING LOAD LIMIT
INSPECT EACH SLING BEFORE USE
AVOID SHOCK-LOADING

RATED CAPACITIES ARE BASED ON A SAFETY FACTOR OF 5-1
4 LEG BRIDLE CAPACITIES ONLY VALID AS AN ENGINEERED ASSEMBLY

Wire
Rope

90°
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SINGLE LEG ELDIRB GEL 4 & 3ELDIRB GEL 2
W.L.L. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L. W.L.L.
LBS. LBS. LBS. LBS. LBS. LBS. LBS.

DIA. VERT. 30 DEG.* 45 DEG.* 60 DEG.* 30 DEG. 45 DEG. 60 DEG.

9/32" (7mm) 3,500 3,500 4,900 6,100 5,200 7,400 9,100

3/8" (10mm) 7,100 7,100 10,000 12,300 10,600 15,100 18,400

1/2" (13mm) 12,000 12,000 17,000 20,800 18,000 25,500 31,200

5/8" (16mm) 18,100 18,100 25,600 31,300 27,100 38,400 47,000

3/4" (20mm) 28,300 28,300 40,000 49,000 42,400 60,000 73,500

7/8" (22mm) 34,200 34,200 48,000 59,200 51,300 72,500 88,900

DEGREE
ANGLE*

RATED CAPACITIES ARE BASED ON A SAFETY FACTOR OF 4:1
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SINGLE LEG ELDIRB GEL 4 & 3ELDIRB GEL 2
GRADE 100 W.L.L. W.L.L. W.L.L. W.L.L. W.L.L.

LBS. LBS. LBS. LBS. LBS.

DIA.                                 90 DEG.                    60 DEG.                  45 DEG. 30 DEG. 60 DEG.                   45 DEG.                    30 DEG.

5/16" (8mm) 5,700 9,900                       8,100 5,700 14,800                      12,100                       8,500

3/8" (10mm) 8,800                       15,200                      12,400                      8,800                        22,900                     18,700                      13,200

1/2" (13mm) 15,000 26,000 21,200                      15,000                      39,000 31,800 22,500

5/8" (16mm) 22,600 39,100                      32,000           22,600                      58,700                      47,900 33,900

DEGREE
ANGLE*

RATED CAPACITIES ARE BASED ON A SAFETY FACTOR OF 4:1
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GRADE 80
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GRADE 80 GRADE 100

Alloy
Chain


